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1-800-390-6132


INSTALLING YOUR REPLACEMENT “IN-LINE” FILTERS


These filters were:

	PRIMED                   X
	NOT PRIMED          


1.) Turn off the water supply.  If you have the blue & white “John Guest” quick connect valve  [image: image2.jpg]


   before your filters you should turn that off, otherwise go to your source and use a valve there.  Try not to use the saddle valve.

2.) Relieve the pressure from the old filters for the cooler by draining 8 to 16 ounces of water from the cooler.  If you hear water running into the cooler that means you did not shut the water off properly, go back and try again.  Do not remove the old filters until you are sure the water is turned off.

3.) Remove any of the white stoppers from your new replacement filters so they are ready to be put on.  If we did not prime your filters, run 3 to 5 gallons of water to the drain before hooking them up to your water cooler.
4.) To remove tubing or stoppers from the quick connect fittings on the filters; hold down the collet ring and pull out the tube or stopper (see picture below).
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If you have a hard time removing the tube or stopper, try pushing them in – then holding down the collet – then try pulling them out.

5.) Disconnect your old filter(s) and throw them away.

6.) Install your new filter(s) in the same order as the old.  

7.) Turn the water back on and check for leaks.

8.) Drain 1 to 5 gallons of water out of your cooler.

9.) If you have any problems or questions please call us.
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